amfisol

LOGISTICS SHEET

COMPONENTS

Moximum pcs
on EURD Pallet
or in Box

100101 |Bridge Right 1.255 mim 50 mm 250 kg 90 per pallet

100201 |Bridge Left 1.2546 mm 50 mm 251kg 90 per pallet

100301 Profile 1275 mm 50 mm 1,18 kg 210 per pallet

100401 |Bridga Plug

'’
100501 |Profile plug 185 mm 17 mm 0,02 kg 225 per box
=
Lo
=

360 mm 17 mm 0,04 kg 130 per box

1004601 (Ballast carrler 330 mm 50 mm 0,24 kg 3& per box

100701 [Clamp 25 mm 75 mm &0 mm 0,03 kg 200 per box

100801 [Clamp 30 mm 75 mm &0 mm 0.03 kg 190 per box

100901 [Clamp 35 mm 75 mm &0 mm 0,03 kg 120 per box

1 Full truck load Amfisol Mounting system is suitable for
approximately 1.000 PV modules in Tautliner truck 13,60(L) x 2,5(B) x 2,6(H)
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LOGISTICS SHEET

System components

Article n°

Name

(=Y
-~

amfisol

200101

SHELTER

Subarticles

100101 2 x bridge right %

100201 2 x bridge left gg&

100301 3 x profile

100401 2 x bridge plug = =———pe

100501 4 x profile plug ———p

Article n° Name

200201 INTERCONNECTION

KIT SERIAL

Subarticles

100301 2 x profile

100501 4 x profile plug ————

Article n° Name

200301 INTERCONNECTION
KIT PARALLEL

100501 2 x profile plug ===

Article n° Name

MODULE CLAMP

for frames of PV panels thickness 25, 30 or 35 mm

Ballast depends on terrain category and location
- CHECK the ballast tool.

100701 25 mm

100801 30 mm Q
100901 35 mm

Article n° Name

100601 BALLAST CARRIER
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